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REPORT ON THE ACCIDENT TO C402-B

REGISTRATION NUMBER SYFKB WHICH OCCURRED ON THE :
3R> OF MARCH, 1998 AT WILSON AIRPORT NAIROBL 5



ACCIDENT REPORT

ACCIDENT INVESTIGATION BRANCH

CIVIL ACCIDENT REPORT NO.CAV/ACC/5/98

AIRCRAFT:

PILOT:
REGISTERED OWNER AND
OPERATOR:

PLACE OF ACCIDENT:

PASSENGER:

DATE AND TIME:

SYNOPSIS.

CESSNA 402-B SERIAL NO.402B-
1343 manufactured by Cessna Company,

Wichita USA.

CAPT.SIMON NZIOKI MUSAU
SERENE AIR SERVICES LTD P. O.
BOX 74500, NAIROBI.

EXTENDED CENTRELINE RUNWAY
14 AT WILSON AIRPORT NAIROBI.

ONE (1)

03 MARCH, 1998, 0410 UTC.

ALL TIMES IN UTC.

The aircraft was on a charter flight from Nairobi Wil§on Airpqrt to Kisimayu Airport
in Somalia with one(1) passenger, the pilot had a freight of eraa.. It departed at
0409 UTC on a special visual flight rules (VFR) clearance: The a{rcmﬁ on take-off
roll was airborne and hit the perimeter fence thereby crashing outside the airport.
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Wilson tower contacted the Chief Inspector of Aircraft accidents. The Chief Inspector
went to the scene and telephoned to be joined with another inspector of Aircraft
Accidents. Investigations immediately commenced with the weighing of the cargo.
Meanwhile the pilot had been taken to a Nairobi Hospital.

FACTUAL INFORMATION

1.1 HISTORY OF THE FLIGHT.

L.I.1 The aircraft SYFKB. type C402 was on a flight from Nairobi Wilson Airport
to Kisimayu Somalia to ferry Miraa and a passenger. The aircraft is owned
and operated by Serene Air Services Ltd. Loading was supervised by the

operations. On the 1 March, 1998 was refuelled by Air Total and took 488
litres of Avgas 100LL fuel.

1.1.2° The aircraft had an IFR Flight Plan Estimated Off Block Time (EOBT) 0400
to fly at flight level 110 to Kisimayu and total elapse time 0200hours.
The pilot carried out pre-flight inspection, Start up, Taxi and pre-take off
checks which he reports as normal. The aircraft was cleared to Taxi to holdin

Access Lane clearance, At 0409 UC, the aircraft was cleared for take-off by
ATC . On rotation, the right engine fuel flow started to fluctuate. The pilot
reports the right engine surged and there was severe right yaw followed by
stall warning. The aircraft had gained approximately 10 feet above ground

" level. The pilot realised he was losing altitude. He decided to close the
throttle and land straight ahead. At 0410 ATC noted the aircraft lift off and
disappeared into haze and sunrays which were blinding the Tower Controller.
Tower controller realised the aircraft had crashed when fire personnel moved
to the crash site. Tower controller tried to re-establish two way
communication without success.

1.2 INJURIES TO PERSONS

INJURIES CREW PASSENGERS OTHERS
FATAL NIL NIL NIL
SERIOUS 1 NIL NIL

MINOR/NONE NIL 1 NIL
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1.4

1.5

18581

1.6.1

DAMAGE TO AIRCRAFT

The aircraft was substantially damaged as a result of the collision with the
fence and subsequent resting in a trench. The nose gear broke about 42 metres
from first point of impact. The main landing gear was 50 metres from point of
impact. The right engine propeller was 85 metres. The left wing tip tank was
80 metres and 10 metres from the central track to the left. The right main tank

was to the left 107 m. The aircraft came to rest about 140 metres facing a
heading of 060°m.

OTHER DAMAGE

The aircraft ripped off the aerodrome perimeter fence.

PERSONAL INFORMATION

CAPTAIN Simon Nzioki Musau is a Kenyan. Born on 2™ January, 1964 at
Machakos, Kenya. He holds a Kenyan Commercial Pilots Licence Number
YK-2358 dated 27.5.93. He is rated for Piper aircraft PA34, and Cessna
aircraft 310,402,406,421,404 and Beech craft Kingair 200. His licence is valid
upto 18" May, 1998 and his instrument rating was due to expire on 20" April,
1998. His radio-Telephony licence is valid upto 18™ May, 1998.

EXPERIENCE

As of 16" May 1997 when he renewed his licence, Captain Musau had a total

of flying experience of four thousand and thirty two hours (4032 hrs) broken
down as follows:-

Pilot-in-command (P1) DAY e 3379.7
Pilot-in-command (P INIGH T 76.1
Co-pilot (P2) DAY:.. Sy 4543
Co-pilot (P2) NIGHT: 2 E e 21.9

4032.0

AIRCRAFT INFORMATION
AIRCRAFT

A Cessna 402B serial number 402B-1343 powered by Two continental TS10-
520 engines. The aircraft was manufactured by Cessna Aircraft Company,
Wichita USA in 1978.
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Airport at 0400 UC as:
cloutklu‘um 1000R Temperature 16% Dew Point 14° Altimeter setting (QNH)

ALDS TO NAVIGATION

Not applicable

19 COMMUNICATION

1.10

1.13

1.14

Theaimﬁiswtbliﬂxedmbl\tbeeninmmm'hhAmphn
the crash on frequency 1181 mhz.

Wilson Airport is 3nm SSW of Nairobi cilyundco-adiﬂsaeM‘l%
36°49E. The elevation is 3336 Amsl Runway 14 is 1558mNX24M and a PON

S
ELIGHT RECORDER
CVRandFDRmnolinsnlkds'mceitisnol a requirement by Law.

VRECK { 2

‘l‘hcaimﬁc:skdonmke-oﬂ“nmemdofkwy 14. The aircrafi came ©
rest approximately 140m in a ditch after hitung two fences. The undercamage
and bits of the wing were i

track. maircmﬁmedmwndcudofw.
mmmmmmmm
Not applicable.
EIRE

No fire broke out.




1.18  TECHNIQUES NEW INVESTIGATION
Not applicable.

2. ANALYSIS

2.1




