
 
MINISTRY OF TRANSPORT 

 

AIR ACCIDENT INVESTIGATION DEPARTMENT 

 

PRELIMINARY REPORT 
 

OPERATOR: Nairobi Flight Training 
 

AIRCRAFT TYPE/ MANUFACTURER:   Cessna 152/Cessna Aircraft Corporation 
      

YEAR OF MANUFACTURE:   1979 
 

AIRCRAFT REGISTRATION:   5Y-BZK 
 

AIRCRAFT SERIAL NUMBER:   15283431 
 

DATE OF REGISTRATION:   05 September 2011 
 

TYPE OF ENGINE:      Lycoming 0-235-L2C 
 

DATE OF OCCURRENCE:    26 April 2013 
 

TIME OF OCCURRENCE:    0545 
 

LOCATION OF OCCURRENCE:  1°20.63’S 36°49.64’E (Nairobi National Park) 
 

TYPE OF FLIGHT:      Training 
 

NUMBER OF PERSONS ON BOARD:   Two 
 

INJURIES:  None 
 

NATURE OF DAMAGE:  None visible  
 

CATEGORY OF OCCURRENCE: Serious Incident 
 

NAME OF INSTRUCTOR:    Asaph Change 
 

INSTRUCTOR’S FLYING EXPERIENCE:   TBD 

 
 

Times given in this report are Coordinated Universal Time (UTC) 

East African Local Time is UTC plus 3 hours. 



        

REMARKS 
 

The incident occurred at approximately 0545 hours and was immediately reported to the 

Air Accident Investigation Department by Wilson Airport Control Tower. Investigators 

responded to the site within two hours of notification. 

The aircraft was conducting a routine training flight at the Wilson Airport Local Training 

Area with two souls on board – Flight Instructor and Student Pilot. According to the 

crew, engine start up was at approximately 0500 hours. The Student Pilot was conducting 

all the activities of the flight including aircraft control and communication with ATC. 

The aircraft was cleared for take-off on runway 14 at 0515 hours. After take-off, the pilot 

positioned the aircraft downwind 07 and performed a go-around procedure. The pilot 

again positioned the aircraft downwind 07 and performed a touch-and-go procedure on 

runway 07. Early downwind 07, the instructor initiated an engine failure simulation 

exercise for the student pilot by positioning the throttle lever on Cut-Off position. At this 

point, the aircraft was at altitude of approximately 500ft above ground level. In the course 

of the simulation exercise, it was reported that the mixture lever was inadvertently pulled 

which resulted in engine shutdown. The crew unsuccessfully attempted to restart the 

engine twice and thereafter resolved to make a forced landing at the Nairobi National 

Park.      

There were no injuries reported. The aircraft did not sustain any visible damage. Engine 

ground-run was conducted at the accident site to verify the performance of the engine. 

All the indicated parameters were noted to be normal. 

The investigation is ongoing. 
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