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OPERATOR:      Superior Aviation Services Ltd 
 

AIRCRAFT TYPE/ MANUFACTURER:   Beech Baron BE58 
      

YEAR OF MANUFACTURE:   1979 
 

AIRCRAFT REGISTRATION:   5Y-PEA 
 

AIRCRAFT SERIAL NUMBER:   TH-1087 
 

DATE OF REGISTRATION:   27 January 1995 
 

TYPE OF ENGINE:      Continental IO-520-CB8 
 

DATE OF OCCURRENCE:    27 September 2012 
 

TIME OF OCCURRENCE:    0707 
 

LOCATION OF OCCURRENCE:  HKNW runway 07 
 

TYPE OF FLIGHT:      Training 
 

NUMBER OF PERSONS ON BOARD:   Two 
 

INJURIES:  None reported 
 

NATURE OF DAMAGE:  Substantial  
 

CATEGORY OF OCCURRENCE: Accident 
 

NAME OF PILOT IN COMMAND (PIC):  Humphrey Nguma (YK-880-AL) 
 

PIC’S FLYING EXPERIENCE:    ATPL: 17000 Hours 

 

 
Times given in this report are Coordinated Universal Time (UTC) 

East African Local Time is UTC plus 3 hours. 



   
    

REMARKS 

The accident occurred at 0707 hours and was reported to the Air Accident Investigation 

Department by Wilson Control Tower. 

The aircraft was on a training flight for the purpose of conducting initial instrument 

examination for a licensed pilot doing conversion to get a Kenyan License. The aircraft took 

off from Wilson at 0555 hours proceeding on route 1 for the examination. As they did an ILS 

approach to JKIA, a nose landing gear warning light indication came up and they made an 

overshoot. As they did the circuit and came back for approach, there was an indication of Nose 

and Left Main Landing Gears being unsafe. They decided to overshoot and fly to Wilson 

Airport. En-route to Wilson, they unsuccessfully tried to troubleshoot and resolve the problem 

and when they joined the Wilson Circuit, they reported to the Air Traffic Control (ATC) that 

they had landing gear problems. At 0641 hours, the aircraft requested ATC to fly low by the 

Tower so that they could give a practical confirmation of the landing gear positions. The 

controller reported to the pilot that the landing gears appeared down. The warning lights were, 

however, still on, and the pilot requested to fly to the local area with another aircraft 5Y-BPC 

to take a closer look at the landing gear positions. The pilot of 5Y-BPC confirmed to 5Y-PEA 

that the landing gear appeared down and locked. The pilot then decided to perform a manual 

landing gear extension procedure because the warning lights were still indicating an unsafe 

condition. The problem continued to persist after the performance of this procedure and the 

pilot informed ATC that they were coming to land but they still had the same problem. The 

pilot stated that he asked ATC to cover the approach as an emergency landing. Upon 

touchdown on runway 07, the landing gears collapsed and the aircraft slid on its belly along the 

runway before veering off to the right as it approached taxiway B.  

The examiner and the student did not suffer any injuries during this accident. The aircraft, 

however, sustained abrasion damage on its belly. Sections of the landing gear doors were 

ripped off and all the propeller blades were bent. Both flap surfaces was crumbled.             

The investigation is ongoing. 

Chief Investigator in Aircraft Accident 

 

06/09/2012 



Appendix I 

Verified documentation 

 

№ DOCUMENT STATUS/VALIDITY 

1 Airline Transport Pilot License  Valid until 12 Feb 2013 

2 Medical Certificate Valid  

2 Certificate of Airworthiness Valid until 28 March 2013 

3 ATO Certificate Valid until 27 Dec 2012 

4 Certificate of Registration  Satisfactory, issued on 27/01/1995 

5 Aircraft Maintenance logbooks Satisfactory 

6 Radio Station License Valid until 30 June 2013 

7 Air Service License Valid until 25 Aug 2015 

8 Insurance Expired on 28 March 2012 

9 Certificate of Release to Service TBA 

10 AMO Approval Valid until 19 Feb 2013 

12 AD & SB Compliance TBA 

14 Flight and Duty time Satisfactory 

 

 

 


