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AIR ACCIDENT INVESTIGATION DEPARTMENT 
 

PRELIMINARY ACCIDENT REPORT 
 
OPERATOR:     Aviall Ltd 

    
AIRCRAFT TYPE:      Cessna 172R 
 

MANUFACTURER:    Cessna Aircraft Corporation, 
USA 

 
YEAR OF MANUFACTURE:   1997 
 

AIRCRAFT REGISTRATION:   5Y-BYI 

 
AIRCRAFT SERIAL NUMBER:   17280068 

 
DATE OF REGISTRATION:   12 November 2010   

 
TYPE OF ENGINE:     Centurion TAE 125 

 
DATE OF ACCIDENT:    28 July 2011 
 
TIME OF ACCIDENT:    1100 

 
LOCATION OF ACCIDENT:  S01° 27.704 E036° 44.600 

 
TYPE OF FLIGHT:     Test flight 
 

NUMBER OF PERSONS ON BOARD:  Two 
 

INJURIES:  None 
      
NATURE OF DAMAGE:              Substantial    

    
NAME OF CAPTAIN:    Cliff Ashford Munge 
  

CAPTAIN’S FLYING EXPERIENCE:   90 hrs  
  

 
 
 
All times given in this report are Coordinated Universal Time (UTC). East 

African Local Time is UTC plus 3 hours. 
 

Formatted: Width:  8.26", Height:  11.69"



 

 

 

REMARKS 
 

The aircraft was shipped to Kenya from Hungary on an Export Certificate 

of Airworthiness dated 25 August 2010. It was subsequently registered in 
Kenya vide a Certificate of Registration No. 2291 dated 12 November 

2010, following reassembly at Superior Aviation, Wilson Airport. 

The aircraft was equipped with a Jet A1 operated Centurion TAE 125 
piston engine, the engine is controlled by a dual channel FADEC1 which 

regulates the fuel-air mixture and flow.   

Further maintenance works were carried out at the said facility, and on 

28 July 2011, at approximately 0949 hrs, the aircraft departed from 
Wilson Airport on a C of A2 test flight, with two persons on board.  

 A copy of the filled flight plan obtained by AAID indicated the aircraft was 

destined to HKMG3 .with Capt Wachira in command.  

The crew proceeded to perform various maneuvers overhead HKMG as 
stipulated by the provided test flight schedule, after which they headed 

back to Wilson Airport. Approximately one hour after their initial takeoff 
from Wilson Airport, a flight deck warning light indicated that Channel A4 

of the engine’s FADEC had failed or was sufficiently degraded. The setting 
on the FADEC changeover switch meant that in event of such a 
circumstance, the FADEC would automatically switch to Channel B. The 

crew elected to turn around and head to a nearer aerodrome, Orly as a 
precautionary measure. Shortly after Channel A failure, Channel B also 
failed and all power on the aircraft was lost and there was an 

uncommanded engine shutdown. 

The crew executed a forced landing in a nearby slopping field. The aircraft 

made contact with several trees, before coming to a rest approximately 

                                                 
1 Full Authority Digital Engine/Electronic Control 
2 Certificate of Airworthiness 
3 Magadi Airstrip 
4 The primary of two independent channels that supply a signal to the FADEC from various sensors 



200 metres from the first point of touchdown. The crew exited the aircraft 
uninjured. There was no fire. 

Investigation into the probable cause of the accident is in progress. 

 

  

 

 

 

 

 
CHIEF INVESTIGATOR OF AIRCRAFT ACCIDENT 

Kithinji N.M. 

11 August 2011i 


