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CAPTAIN EXPERIENCE

Timbis Air Services

Hawker Siddley HS748-2B
British Aerospace

S5Y-BZR

Doro Airstrip-Southern Sudan
2nd April 2012

1030

Two Rolls-Royce Dart MK
532-2L Turbo Propeller
Commercial Transport, Cargo
Crew - 4

None

Substantial

ATPL, 8940 Hours

Times given in this report are UTC (coordinated Universal Time)

East African Local Time is UTC plus 3 hrs



Synopsis

It was reported that the aircraft’s right main landing gear were deflated after
colliding with tree stumps located just before the threshold of runway 15 as it
landed at Doro airstrip, South Sudan. After touchdown, the aircraft slid along
the runway on the deflated main landing gears and came to rest on its belly on
the grass at the end of the runway with collapsed and detached both nose
wheel and the main landing gears. The crew vacated the aircraft without
injury.

Damage

Extensive damage to nose and main landing gears, the propellers, flaps,
fuselage(from the nose extending to the main wing spa on the underbelly of the
aircraft) and parts of the wing.

History of the flight

The aircraft and crew were operating a cargo service from Lokichoggio to Doro,
Southern Sudan. The flight had been routine though maiden for the crew,
who were flying a day, visual approach to Runway 15, in good weather, with
the surface wind reported as calm. The commander was the pilot flying (PF).
The landing weight was estimated to be 38,198 lbs and the crew recalled that
the Vref was about 105 kt.

Kenya Air accident investigation department, in collaboration with the relevant
authority in Southern Sudan is investigating the probable cause of the

accident.
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