
MINISTRY OF TRANSPORT 
 

AIR ACCIDENT INVESTIGATION DEPARTMENT 
 

PRELIMINARY INCIDENT REPORT 
 
OPERATOR:     Jetlink Ltd    

   
AIRCRAFT TYPE:      CL-600-2B19    

  
MANUFACTURER:     Bombardier Regional Aircraft 

     
YEAR OF MANUFACTURE:    August 1993    

 
AIRCRAFT REGISTRATION:    5Y-JLI    

 
AIRCRAFT SERIAL NUMBER:   7025   

 
DATE OF REGISTRATION:   20 April 2010    

 
TYPE OF ENGINE:    Two General Electric CF34-3B1 

     
DATE OF INCIDENT:     26 December 2011 

     
TIME OF INCIDENT:     0735 hours 

     
LOCATION OF INCIDENT:  JKIA 

 
TYPE OF FLIGHT:     Commercial     

 
NUMBER OF PERSONS ON BOARD:  44   

 
INJURIES:  None 

   
NATURE OF DAMAGE:  None 

  
NAME OF CAPTAIN:     George Nyamondi   

  
CAPTAIN’S FLYING EXPERIENCE:   18000 Hrs, On Type -3500 Hrs 

 
All times given in this report are Coordinated Universal Time (UTC). East 

African Local Time is UTC plus 3 hours. 

 
 
 



REMARKS 
 
The incident occurred at 0735 and was officially reported to the Accident 
Investigation Department by ATC JKIA shortly after. The aircraft had taken off 
at 0730 from JKIA runway 06 destined for MIA Mombasa. Shortly thereafter, 
the pilot reported a Left Thrust Reverser Unlock light indication. According to 
the ATC, the pilot declared emergency and requested to land. ATC granted the 
request and at 0735 the aircraft landed on runway 24. 

AAID and KCAA (Airworthiness) responded to the scene on 27th December and 
interviewed a company engineer, Mr. Tri Chung and the Pilot in Command. Mr. 
Chung reported that he had investigated the fault and made rigging 
adjustments to the Pneumatic Drive Unit and Stow switch. Functional checks 
were then carried out, and he found the system working satisfactorily. The 
aircraft technical log book was filled out to that effect.  

It appears that this was purely an indication error. The target for the reverser 
lock was slightly out of rigging, thus giving an erroneous indication. This was 
later resolved. Ordinarily, rigging is carried out during “C” checks.  

It is worthy of note that the thrust reversers cannot be deployed in flight. They 
can only be deployed on landing once the aircraft’s nose landing gear touches 
down.  

Investigation is closed.  
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