MINISTRY OF TRANSPORT

AIR ACCIDENT INVESTIGATION DEPARTMENT

PRELIMINARY ACCIDENT REPORT

OPERATOR:

AIRCRAFT TYPE:

MANUFACTURER:

YEAR OF MANUFACTURE:

AIRCRAFT REGISTRATION:

AIRCRAFT SERIAL NUMBER:

DATE OF REGISTRATION:

TYPE OF ENGINE:

DATE OF INCIDENT:

TIME OF ACCIDENT:

LOCATION OF ACCIDENT:

TYPE OF FLIGHT:

NUMBER OF PERSONS ON BOARD:

INJURIES:

NATURE OF DAMAGE:

NAME OF CAPTAIN:

CAPTAIN’S FLYING EXPERIENCE:

KENYA SCHOOL FLYING

BEECH 58

BEECHCRAFT CORPORATION

1975

SY-RFT

TH 589

TBD

TWO 10-520-C7B

24 MARCH 2012

1336Z

ORLY AIRPARK

PRIVATE

2

NIL

SUBSTANTIAL

MARTINE RIRIANI

ATPL HOLDER

All times given in this report are Coordinated Universal Time (UTC). East
African Local Time is UTC plus 3 hours.



REMARKS

The aircraft departed from Wilson airport on 24 March 2012 at 1317Hrs for a flight to
Orly Airpark airstrip with 2 on board including the pilot. At 1331Hrs the pilot reached
overhead the airstrip from where he elected to use runway 10 due to a strong North
Easterly wind blowing at approximately 20 knots.

The pilot did the necessary pre-landing checks and did a cross wind landing technique
touching the runway tarmac with the left gear first and then stabilizing the aircraft on the
runway centerline. While on the run after the touchdown the aircraft main landing gears
collapsed as it veered off the runway to the right side onto the grassy patch then hit a
raised apron edge before swinging more than 180° and resting on a small rocky patch.
The aircraft was significantly damaged.

Investigations in to the probable cause of the accident are ongoing.

SAFETY RECOMMENDATION

The airfield apron should be smoothened at the edges to reduce possible impact damage
on aircraft in similar circumstances.

CHIEF INVESTIGATOR OF AIRCRAFT ACCIDENT
26 March 2012



