
 

MINISTRY OF TRANSPORT 

AIR ACCIDENT INVESTIGATION DEPARTMENT 

Preliminary Incident Report 

 

OPERATOR Blue Bird Aviation Ltd. 

AIRCRAFT TYPE Beechcraft 1900D 

MANUFACTURE  Beechcraft 

REGISTRATION 5Y-VVM 

LOCATION                        Lodwar Airstrip 

DATE  15th July 2011 

TIME 0530                                              

TYPE OF ENGINES  TWO PT6A 

TYPE OF FLIGHT   Charter  

PERSONS ON BOARD  2 Crew  15 Passengers  

INJURIES                         None        

NATURE OF DAMAGE  Substantial damage  

NAME OF CAPTAIN  Capt. Fahim Mohamed 

 

All times given in this report are UTC (coordinated Universal Time) 

East African Local Time is UTC plus 3 hrs 



 

 

 

                  

Summary    

Following uneventful visual approach to runway 09 at Lodwar Airstrip, the starboard main 

landing gear collapsed on touch down during landing after the lower half of the right hand 

gear drag brace broke. The starboard propeller struck the tarmac as the aircraft veered to 

the right of the runway. The aircraft came to a stop 700 meters from the threshold of 

runway 09. After coming to a stop, all the passengers and the crew evacuated the aircraft. 

The evacuation was executed by the first officer through the two over wing emergency exits. 

There were no injuries. 

The aircraft was on a charted flight from Nairobi Wilson Airport to Lodwar with 15 

passengers and 2 crew on board.  

There was a NOTAM in force, by the time of the incident, advising pilots that the runway 

was being resurfaced and only operational between 0800 and 1100 daily. The runway and 

the taxiway had no markings at the time. 

Investigation into the probable cause of the accident is in progress. 

Safety Recommendations: 

Air Accident Investigation Department recommends that; 

1. The airstrip operator i.e Kenya Airports Authority, to provide to the Kenya Civil 

Aviation authority a Work Safety Plan detailing the defenses they have put in 

place to ensure safety during the resurfacing. 

2. The Kenya Airports Authority provides temporally threshold and runway 

markings before the permanent ones are put on completion of the resurfacing. 
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